10 - DMX CHARTS

RDM Personality ID List

RDM Model ID: 0xD148

ID DMX Mode Footprint
1 UNO 1CH

2 DUO 2CH

3 BASIC 5CH

5 BASIC 16BIT 10CH

6 STANDARD 9CH

7 EXTENDED 12CH

8 ADVANCED 18CH

DMX BASIC MODES

PARAMETER UNO DUO BASIC ?2;:.? STD EXT ADV
DIMMER 1 1 1 1 1 1 1
DIMMER FINE ; 2 - 2 2 2 2
ccT - - - - - 3 3
CCT FINE ; ; . . . . 4
TINT ; ; ; . - 4 5
CROSSFADE ; ; ) . . 5 6
RED ; ; 2 3 3 6 7
RED FINE ; ; - 4 - - 8
GREEN ; ; 3 5 4 7 9
GREEN FINE ; ; - 6 - - 10
BLUE ; ; 4 7 5 8 1
BLUE FINE ; ; - 8 - - 12
WHITE ; - 5 9 6 9 13
WHITE FINE ; ; - 10 - - 14
COLOR MACRO ; ; ; 7 10 15
CTO ON COLORS ; : ; - - - 16
STROBE - - - - 8 11 17
CONTROL . ; ; - 9 12 18
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CHANNEL DEFINITION

Dimmer
Function 8 bit value 16 bit value Note
From To From To
Dimmer 0 255 0 65535 Default @ O (Linear Dimmer 0 - 100%)

CCT (2800K - 10000K)

Function 8 bit value 16 bit value
EERReE TG From To From To N
From To
2800 2900 0 4 0 910 Default @ 0
2900 3000 4 7 910 1820
3000 3100 7 11 1820 | 2731
3100 3200 11 14 2731 | 3641

3200 | 3300 | 14 18 | 3641 | 4551
3300 | 3400 | 18 21 | 4551 | 5461
3400 | 3500 | 21 25 | 5461 | 6371
3500 | 3600 | 25 28 | 6371 | 7282
3600 | 3700 | 28 32 | 7282 | 8192
3700 | 3800 | 32 35 | 8192 | 9102
3800 | 3900 | 35 39 | 9102 | 10012
3900 | 4000 | 39 43 110012 | 10923
4000 | 4100 | 43 46 | 10923 | 11833
4100 | 4200 | 46 50 | 11833 | 12743
4200 | 4300 | 50 53 | 12743 | 13653
4300 | 4400 | 53 57 | 13653 | 14563
4400 | 4500 | 57 60 | 14563 | 15474
4500 | 4600 | 60 64 | 15474 | 16384
4600 | 4700 | 64 67 | 16384 | 17294
4700 | 4800 | 67 71 | 17294 | 18204
4800 | 4900 | 71 74 | 18204 | 19114
4900 | 5000 | 74 78 | 19114 | 20025
5000 | 5100 | 78 81 | 20025 | 20935
5100 | 5200 | 81 85 | 20935 | 21845
5200 | 5300 | 85 89 | 21845 | 22755
5300 | 5400 | 89 92 | 22755 | 23665
5400 | 5500 | 92 96 | 23665 | 24576
5500 | 5600 | 96 99 | 24576 | 25486
5600 | 5700 | 99 | 103 | 25486 | 26396
5700 | 5800 | 103 | 106 | 26396 | 27306
5800 | 5900 | 106 | 110 | 27306 | 28216
5900 | 6000 | 110 | 113 | 28216 | 29127
6000 | 6100 | 113 | 117 | 29127 | 30037
6100 | 6200 | 117 | 120 | 30037 | 30947
6200 | 6300 | 120 | 124 | 30947 | 31857
6300 | 6400 | 124 | 128 | 31857 | 32768
6400 | 6500 | 128 | 131 | 32768 | 33678
6500 | 6600 | 131 | 135 | 33678 | 34588
_ 6600_| 6700 | 135 | 138 | 34588 | 35498 |

22 PROLIGHTS - EclPar IPLFC



CCT (2800K - 10000K)

Function 8 bit value 16 bit value
CEROMEETHG From To From To N
From To
6700 6800 138 142 | 35498 | 36408
6800 6900 142 145 | 36408 | 37319
6900 7000 145 149 | 37319 | 38229
7000 7100 149 152 | 38229 | 39139
7100 7200 152 156 | 39139 | 40049
7200 7300 156 159 | 40049 | 40959
7300 7400 159 163 | 40959 | 41870
7400 7500 163 166 | 41870 | 42780
7500 7600 166 170 | 42780 | 43690
7600 7700 170 174 | 43690 | 44600
7700 7800 174 177 | 44600 | 45510
7800 7900 177 181 45510 | 46421
7900 8000 181 184 | 46421 | 47331
8000 8100 184 188 | 47331 | 48241
8100 8200 188 191 | 48241 | 49151
8200 8300 191 195 | 49151 | 50061
8300 8400 195 198 | 50061 | 50972
8400 8500 198 202 | 50972 | 51882
8500 8600 202 205 | 51882 | 52792
8600 8700 205 209 | 52792 | 53702
8700 8800 209 213 | 53702 | 54613
8800 8900 213 216 | 54613 | 55523
8900 9000 216 220 | 55523 | 56433
9000 9100 220 223 | 56433 | 57343
9100 9200 223 227 | 57343 | 58253
9200 9300 227 230 | 58253 | 59164
9300 9400 230 234 | 59164 | 60074
9400 9500 234 237 | 60074 | 60984
9500 9600 237 241 60984 | 61894
9600 9700 241 244 | 61894 | 62804
9700 9800 244 248 | 62804 | 63715
9800 9900 248 251 63715 | 64625
9900 10000 251 255 | 64625 | 65535
TINT
Function 8 bit value 16 bit value Note
From To From To
-25% to 0 0 127 - - Default @ 128
Neutral 128 128 - = Linear tint corr:c'?iin from -0.25 to +0.25
0to 25% 129 255 - -
Crossfade from CCT to Color
Function 8 bit value 16 bit value Note
From To From To
Linear Crossfade 0 255 0 65535 Default @ 255

PROLIGHTS - EclPar IPLFC

23



Colors (RED - GREEN - BLUE - WHITE)

24

Function 8 bit value 16 bit value Note
From To From To
Default @ 255
Color 0 255 0 65535 Linear 0 - 100%
Color Macro
. 8 bit value 16 bit value
Function From To From To )i
No Function 0 1 - - Default @ 0
Red 2 3 = -
Green 4 5 - -
Blue 6 7 - -
Cyan 8 9 - -
Magenta 10 11 - -
Yellow 12 13 - -
Dirty White 14 15 - -
Alice Bllue 16 17 - -
Congo Blue 18 19 - -
Dark Steel Blue 20 21 - -
Deep Lavender 22 23 - -
Lilac Tint 24 25 - -
Daylight Blue 26 27 = -
Flame Red 28 29 - -
Bastard Amber 30 31 - -
Deep Orange 32 33 - -
Pale Gold 34 35 - -
Apricot 36 37 - -
Bright Blue 38 39 - -
Primary Green 40 41 - -
Special Lavender 42 43 - -
Pale Lavender 44 45 - -
Deep Golden Amber 46 47 - -
Medium Blue 48 49 - -
Bright Pink 50 51 - -
Mauve 52 53 - -
Dark Green 54 55 - -
Lee Green 56 57 - -
Dark Blue 58 59 - -
Light Blue 60 61 - -
Steel Blue 62 63 = -
Medium Blue-Green 64 65 - -
Peacock Blue 66 67 - -
Magenta 68 69 - -
Dark Pink 70 71 - -
Middle Rose 72 73 - -
Light Salmon 74 75 - -
English Rose 76 77 - -
Light Rose 78 79 - -
Orange 80 81 - -
Deep Amber 82 83 - -
Straw 84 85 - -
_LightAmber | 8 _| 87 | - _| - _| __  __ __
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Color Macro

Function 8 bit value 16 bit value Note
From To From To
Spring Yellow 88 89 o B
Dark Yellow Green 90 91 - -
Just Blue 92 93 - -
Sky Blue 94 95 o -
Lavender 96 97 - -
Light Lavender 98 99 - -
Pink Carnation 100 101 - -
Medium Pink 102 103 - -
Light Pink 104 105 - -
Sunset Red 106 107 - -
Dark Amber 108 109 - -
Gold Amber 110 11 - -
Medium Amber 112 113 - -
Fire 114 115 - -
Surprise Peach 116 117 - -
Straw Tint 118 119 - -
Medium Yellow 120 121 - -
Lee Minus Green 122 123 - -
Pale Gold 124 125 - -
Orange 126 127 - -
Deep Straw 128 129 - -
Rose Purple 130 131 = -
Deep Purple 132 133 - -
Soft Green 134 135 - -
Preset 1 136 137 - -
Preset 2 138 139 - -
Preset 3 140 141 - -
Preset 4 142 143 - -
Reserved 144 209 - -
2700K 210 211 - -
2800K 212 213 - -
3000K 214 215 - -
3200K 216 217 - -
3400K 218 219 - -
3600K 220 221 - -
3800K 222 223 - -
4000K 224 225 - -
4200K 226 227 - -
4400K 228 229 - -
4600K 230 231 - -
4800K 232 233 - -
5000K 234 235 - -
5200K 236 237 - -
5400K 238 239 - -
5600K 240 241 - -
6000K 242 243 - -
6500K 244 245 - -
7000K 246 247 - -
8000K 248 249 - -
9000K 250 251 - -
10000K 252 253 - -
FULL ON 254 255 - -
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CTO On Colors

Function 8 bit value 16 bit value Note
" From To From To
0-100% 0 255 - - Default @ 255
Strobe
Function 8 bit value 16 bit value Not
“ ° From To From To ote
Open 0 1 - - Default @ 255
Strobe from Slow
to Fast 2 62 B }
Open 63 64 - -
Pulse In from
slow to fast 65 125 B }
Close 126 127 - -
Pulse Out from 128 188 ) )
slow to fast
Open 189 190 - -
Random from 191 251 ) )
slow to fast
Open 252 255 - -
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Control Channel

X 8 bit value
Function Note
From To
No Function / Safe 0 1 Default @ 0
ON 2 3 Hold 3s to take
10s 4 5 .
DISPLAY 20s 5 - function
30s 8 9
ON 10 11
FLIP DISPLAY OFF 12 13
ON 14 15
KEY LOCK OFF 16 17
LINEAR 18 19
S-CURVE 20 21
DIMMER CURVE SQUARE LAW 22 23
INVERSE SQUARE LAW 24 25
AUTO 26 27
FAST 28 29
DIMMER SPEED MEDIUM 30 31
SLOW 32 33
OFF 34 35
SPEKTRA O 36 37
CALIBRATION PURE COLORS 38 39
OFF 40 41
HIGH QUALITY 42 43
LED MODE HIGH BRIGHTNESS 44 45
3200K 46 47
4000K 48 49
WHITE POINT 5600K 50 51
6000K 52 53
8000K 54 55
600HZ 56 57
1200HZ 58 59
2000HZ 60 61
4000HZ 62 63
LED FREQUENCY 4000HZ o4 65
25KHZ 66 67
36KHZ 68 69
40KHZ 70 71
HOLD 72 73
BLACKOUT 74 75
DMXFAULT STAND ALONE 76 77
EMERGENCY 78 79
TUNGSTEN ON 80 81
EMULATION OFF 82 83
- Reserved | 8 | 87 _|
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Control Channel

8 bit value

Function Note

From To

STAND ALONE MASTER DMX 88 89

STAND ALONE MASTER NO DMX 90 91

STAND ALONE SLAVE 92 93

STAND ALONE EFFECTS 94 95

STANDALONE STAND ALONE FIXED COLORS 96 97
STAND ALONE COLOR MACROS 98 99

STAND ALONE WHITE PRESETS 100 101
STAND ALONE MANUAL COLORS 102 103
CONSTANT OUTPUT AUTO 104 105
CONSTANT OUTPUT HIGH 106 107
CONSTANT OUTPUT SILENT 1 108 109

CONSTANT OUTPUT SILENT 2 110 111
CONSTANT OUTPUT OFF 112 113
FAN MODE DYNAMIC OUTPUT AUTO 114 115
DYNAMIC OUTPUT HIGH 116 117
DYNAMIC OUTPUT SILENT 1 118 119

DYNAMIC OUTPUT SILENT 2 120 121
DYNAMIC OUTPUT OFF 122 123
S.A. COLOR MACROS PRESET 1 124 125
S.A. COLOR MACROS PRESET 2 126 127
S.A. COLOR MACROS PRESET 3 128 129

S.A. COLOR MACRQOS PRESET 4 130 131
VIEW / MODIFY PRESET 1 132 133
COLOR MACROS VIEW / MODIFY PRESET 2 134 135
PRESETS VIEW / MODIFY PRESET 3 136 137
VIEW / MODIFY PRESET 4 138 139

SAVE / OVERWRITE PRESET 1 140 141
SAVE / OVERWRITE PRESET 2 142 143
SAVE / OVERWRITE PRESET 3 144 145
SAVE / OVERWRITE PRESET 4 146 147
Reserved 148 249

Reset all channel controlled 250 251
Reserved 252 255
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11 - RDM FUNCTIONS

The product can communicate using RDM (Remote Device Management) protocol over a DMX512

Networks.

RDM is a bi-directional communications protocol for use in DMX512 control systems, it is the open
standard for DMX512 device configuration and status monitoring.
The RDM protocol allows data packets to be inserted into a DMX512 data stream without affecting
existing non-RDM equipment. It allows a console or dedicated RDM controller to send commands to
and receive messages from specific fixtures.

The PIDs in the following tables are supported in the product.

Category Parameter Value GET SET
RDM Information SUPPORTED_PARAMETERS 0x0050 X
PARAMETER_DESCRIPTION 0x0051 X
PRODUCT_DETAIL_ID_LIST 0x0070 X
DEVICE_MODEL_DESCRIPTION 0x0080 X
ln'f’; f‘:;'t";m MANUFACTURER_LABEL 0x0081 X
DEVICE_LABEL 0x0082 X x
FACTORY_DEFAULTS 0x0090 X X
DMX_PERSONALITY 0x00EQ X x
DMX_PERSONALITY_DESCRIPTION Ox00E1 X
DVIX512 Setup DMX_START_ADDRESS 0x00F0 X X
SLOT_INFO 0x0120 X
SLOT_DESCRIPTION 0x0121 X
DEFAULT_SLOT_VALUE 0x0122 X
Sensors SENSOR_DEFINITION 0x0200 X
SENSOR_VALUE 0x0201 X X
DIMMER_INFO 0x0340 X
CURVE 0x0343 X X
CURVE_DESCRIPTION 0x0344 X X
Dimmer Settings |OUTPUT_RESPONSE_TIME 0x0345 X X
OUTPUT_RESPONSE_TIME_ DESCRIPTION 0x0346 X
MODULATION_FREQUENCY 0x0347 X X
MODULATION_FREQUENCY_ DESCRIPTION 0x0348 X
DEVICE_HOURS 0x0400 X X
LAMP_HOURS 0x0401 X
Power/Lamp  |LAMP_STRIKES 0x0402 X
Settings LAMP_STATE 0x0403 X
LAMP_MODE 0x0404 X
DEVICE_POWER_CYCLES 0x0405 X X
Display Settings |DISPLAY_INVERT 0x0500 X X
Control IDENTIFY_MODE 0x1040 X X
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Manufacturer Specific PIDs

Parameter PID |GET|SET| Value Description
0: Master DMX
MASTER/SLAVE 0x8211| x | x 0-2 |1: Master NO DMX
2: Slave
0: Hold
1: Blackout
DMX FAULT 0x82DD| x X 0-3 2: Stand Alone
3: Emergency
MANUAL RED 0x82C0 | x X 0-255 |DEFAULT: 255
MANUAL GREEN 0x82C1 | x X 0-255 |DEFAULT: 255
MANUAL BLUE 0x82C2 | x X 0-255 |DEFAULT: 255
MANUAL WHITE 0x82C3 | x X 0-255 |DEFAULT: 255
CURRENT HOURS 0x82C5 | x 0-1
ERROR MESSAGES Ox82EA | x 0-2
MAINTENANCE TIME:ALERT PERIOD | 0x82DF | x X 10-300 |DEFAULT: 300
MAINTENANCE TIME:ELAPSED TIME | Ox82E0 | x X 0-1 DEFAULT: 0
CLEAN ALL DATA 0x82C8 | x | x 0-1 (1’ \';'e‘;
COLOR MACROS Ox82ED | x X 0-70 _ |See color macro table
DELETE ALL PRESET COLOR MACROS | 0x82CE | x | x 0-1 ? g‘;
0:R 8: GW
1:G 9: BW
2:B 10:RGB
FIXED COLOR OxB2BE| x | x | 014 [ hL oW
5:RB 13:GBW
6: RW 14:RGBW
7:GB
0: 2700K 8: 5000K
1: 2800K 9: 5600K
2: 3000K 10:6000K
3: 3200K 11:6500K
WHITE PRESETS 0x82BF | x X 0-15 4- 3500K 12:7000K
5:4000K  |13:8000K
6:4200K  |14:9000K
7: 4500K 15:10000K
EFFECTS 0x8209 | x X 1-5 DEFAULT: 1
EFFECTS SPEED 0x8210 | x X 0-100 |DEFAULT: 100
0: High Qualit
LED MODE 0x8330 | x X 0-1 1. High Briqhtnyess
0: Constant Output
OUTPUT 0x830C | x | x 01 |7 Domarc OutpEt
POWER CONSUMPTION 0Ox82DE | x
0: On
SPEKTRA CALIBRATION Ox822F | x X 0-2 1: Pure Colors
2: Off
0:Effects
1:Fixed Color
STAND ALONE MODE Ox82EC| x X 0-4 2:Color Macros
3:White Presets
4:Manual Colors
0: Off
TUNGSTEN EMULATION 0x82BC| x X 0-1 1. On

30
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